
PowerFlex 7000 air-cooled drive (720A configuration with high efficiency heat pipe technology)

Enclosure Options:
ArcShield™ arc resistant enclosures
IP42

PowerFlex 7000 Medium Voltage AC Drives
Efficient & Integrated High-Power Performance



PowerFlex 7000 Drive System with ArcShield

Meeting Safety Standards with an Effective Design
The PowerFlex 7000 drive system with ArcShield is a fully integrated Allen-Bradley® CENTERLINE® starter and PowerFlex 
7000 drive combination. Standalone, fully integrated systems and systems that are designed to work with existing 
Allen-Bradley medium voltage starter lineups are available – providing either a 40 kA or 50 kA arc fault rating. 

Designed to redirect the energy that is created from an arc flash event, out the top of the enclosure and away from 
personnel, Type 2B accessibility helps protect personnel while in front, at the side, or behind the enclosure in the 
event of an arcing fault. Additionally, Type 2B protection is maintained when the low voltage control door is open for 
maintenance purposes. 
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Fully integrated 50 kA rated PowerFlex 7000 Drive System with ArcShield Technology

Pressure relief vents direct arc gases and material away 
from the front, rear and sides of the enclosure during 
an arc flash. 
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Gases and materials are vented up and out of the top 
of the enclosure through the plenum exhaust system.
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Patented self-closing vent plates prevent arc flash 
gases from escaping through the fan exhaust vents.
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Cabinet doors are reinforced with welded channels 
designed to maintain structural integrity during an 
arc flash.
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Robust cabinet construction, including reinforced 
side sheets, doors, roof, and back plates are designed 
to increase rigidity to contain the arc fault energy. 

5

High strength hinges, latches and bolts securely 
attach door to cabinet for added protection.

6

Patented self-closing vent plates prevent arc flash 
gases from escaping out through front air intake 
vents.
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